4-PROBE TEMPERATURE SYSTEM PARTS KIT 
(FOR APPLE Ile or IIGS*) 


O Experimentor box, lid, and screws 

OC) 9-conductor cable with sub-D plug 

[1(4) AD590 temperature transducer 

[1(4) 4.7-uF polyester capacitor 

[1(4) 220-Q2 metal film resistor 

(J(4) 3-conductor mini phone plug 

[1(4) 3-conductor mini phone jack 

(1(4) Brass tube for body of probe 

CO 2-conductor probe wire (approximately 6 meters, enough for 4 probes) 

[1(8) Short section of wire for wiring inside box 

CJ Heat shrink tubing (20 cm) 

CO Box label 

- Notes: 

e Refer to the TEMPERATURE PLOTTER or TEMPERATURE PLOTTER III manual for complete 
assembly instructions. 

e This kit includes a 9-conductor cable for connecting to the external game port on the back of a Ile or 


IIGS. If you would prefer to connect to the internal game port on the Apple II Plus, Ie or IGS, 
you need a different cable. Contact us about an exchange. 


The leads on the enclosed AEST SESIs cable can be identified Dyas usin mee the jecaeran and color code 
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+5V =pin #2 (orange) 
PDLO =pin #5 (white) 
PDL1 =pin #8 (blue) 
PDL2 = pin #4 (purple) 
PDL3 =pin #9 (grey) 
GND = pin #8 (green) 


9-PIN SUB-D PLUG 
(WITH PINS POINTING 
OUT OF PAGE AT YOU) 


¢ The capacitors in this kit are non-polarized; you do not have to worry about which lead is positive. 

¢ The AD590 temperature transducer can be ruined by a static discharge or overheating. Ground 
yourself before handling it. Use a heat sink whei soldering it. 

e Make certain that the leads of the temperature transducer do not touch within the tube. The heat 
shrink tubing provided in this kit is very handy for insulating the solder connections to the AD590. 
Remember to slip the heat shrink tubing over the lead before you solder it. The tubing will shrink 
- down over your connection when heated by a hot. air gun, soldering iron or match (do not overheat 
the AD590 while doing this). 


4 Special Note to Apple II1GS Owners: If you are using this Temperature System with our 
older TEMPERATURE PLOTTER program, be sure the IIGS is set on "NORMAL" system speed. 
The system speed is set by using the control panel. Refer to your IIGS manuals for information on 
how to change the system speed. If you are using the new TEMPERATURE PLOTTER IIL 
program, the program automatically adjusts the system speed. 


¢ If you have questions, contact us: 


Vernier Software 
2920 S.W. 89th Street 
Portland, OR 97225 
(503) 297-5317 


